GAP TO ACCOMMODATE
ANTICIPATED MOVEMENT

STEEL ANGLE TO MATCH
GALVANIZED, FASTENED
WITH BOLT SECURED AT 12"
(300 mm) O.C.

Compressible joint
filling compound
caulking, Hot Pour or
Friction Fit Block

Strip in Ply

Asphalt/Bitumen
Encapsulating Layer

Waterproofing Base

Fastener position at least
2" from joint cavity edge

Joint packed with
Compressible Batt
Insulation

---

**NOTES:**

1.) FOR TECHNICAL SUPPORT PLEASE CALL
   SITURA INC. AT 1-888-4-SITURA (478-872)

2.)

3.)

---

**HOT RUBBERIZED ASPHALT**

**ASPHALT TOPPING WITH ANGLES**

**WITH RedLINE® WATERPROOF EXPANSION JOINT.**

<table>
<thead>
<tr>
<th>APPROVALS &amp; SIGN OFFS</th>
</tr>
</thead>
<tbody>
<tr>
<td>DESCRIPTION:</td>
</tr>
<tr>
<td>REVISION #1</td>
</tr>
<tr>
<td>REVISION #2</td>
</tr>
</tbody>
</table>

**PROJECT NAME:**

**SITURA INC.**

Building Envelope Components

**DETAIL NUMBER:**

HRA/TD-01E

**SCALE:**

N.T.S.

**CHECKED BY:**

KMZ

**DATE:**

06/01/07

**SHEET:**

1 OF 1

---

AS A SUPPLIER OF FINISHED PRODUCTS
ONLY, SITURA INC. DOES NOT ASSUME
RESPONSIBILITY FOR ERRORS IN DESIGN,
ENGINEERING OR DIMENSIONS. THE
ARCHITECT OR OWNER'S REPRESENTATIVE
MUST VERIFY ALL DIMENSIONS AND
SUITABILITY OF DETAILS. RedLINE® IS A
REGISTERED TRADE MARK OF SITURA
INC. © COPYRIGHT 1997-2007 SITURA INC.